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"DISPATCH SE-RET

DISPATCH SYMBOL AND NO.

355

|
50X1

TO

INFO

Chief, KUCLUB

HEADQUARTERS FILE NO.

FROM Ghiof,—‘

DATE

11 December 1961

50X1

SUBJECT
Engineering/Operational
Base Station Automatic £larm

RE: *'43-3"" — (CHECK “X"* ONE)

MARKED FOR INDEXING

NO INDEXING REQUIRED

ACTION REQUIRED

INDEXING CAN BE JUDGED
BY QUALIFIED HQ. DESK ONLY

REFERENCE(S)

his traffic.

its use would not be feasible.

Distribution:
Original & 2 - Addressee

‘2. Briefly what is proposed is to provide |

15 e keyer unit to key a URT-11/HT-ly/GPT750 type transmitter operating
guard chamnels. This signal then, via a CU«10 control unit at the

base, will flash a light on the particular

channel ecalled. The base
then transmits either a wait signal or requests to send

' 1. As a result of the AT-3 tests some thoucht has been generated to-
ward utilising the 150/IDY type signal for

alerting.

with a

results will be forwarded to Headq?grters.

3. Request Headquarters provide two each 150 cycle keyer units rack
mounted. These keyers to have a switching capacity of at least one ampere
of current. Units should have self contained power source., Output to be
dry. Detsils of yer were discussed with the two R & D engineers who
were _recen in The modification for the tranamitter itself can be
done in a similiar manner to engineering MWO #LO.

, L. In addition to the keyers an additional CU-10 control unit will be
needed as the present unit for the AT-3 transmission is in another area and

5. After a suitable test and evaluation period with
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